
D
IG

I-
T

E
N

S

AGOSTONI S.R.L.

Via Strauss 27/29 I - 20831 Seregno (MB) Tel. + 39 0362/239882 Fax +39 0362/239897 www.agostoni.com

mail: agostoni@agostoni.com

-

-

-

-
-

-

-

-
-

-

-

-
-

-

-

-

Touchscreen Display with menu scrolling.

I

New generation of electronic with sensors

Power supply 24V DC.
N° 1

N° 1 knee for manual change of the tension’s tape.

Encoder counter stitches to apply to sewing machine
without electronic motor.
Photocell to combine with Encoder counter stitches.

Optional:

Programming values of curl with Automatic transfer.

Possibility to memorising up to 25 different values of curl
for each article.
Ability to memorising up to 500 articles in the
SD Memory Card, Secure Digital.
Ability to quickly transfer programs
memorising in the SD from Digi-Tens to another.
No. 4 inputs and 2 outputs configurable by the user.
nterface with the programmer G101A
RS485 used in the management of the
sewing machine.
Rollers of 50 mm or 100 mm positioned to the right or
left of the device to better manage the customer's needs.

placed inside
of the feed shafts tape to ensure a constant
tension of the tape.

support device included also the support for
roll-holder.

Availability to provide suitable support device to

meet the needs of each Customer

DIGITAL ELECTRONIC TENSIONER

DIGI-TENS
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